€ HALFWAY ROAD

24 & VARIES 24’ & VARIES VARIES
______________________ - 207 207

TO BE USED

LT. STA. 405+04.01 TO LT. STA. 405+78.02
RT. STA. 405+04.01 TO RT. STA. 405+78.02

€ HALFWAY ROAD

VARIES 24’ & VARIES 24" & VARIES 24’ & VARIES
2.07 207

TO BE USED

LT. STA. 405+78.02 TO LT. STA. 407+41.13
RT. STA. 405+78.02 TO RT. STA. 407+27.00

(D PORTLAND CEMENT CONCRETE PAVEMENT (JOINTED), 10*
(@) SUB-BASE GRANULAR MATERIAL, TYPE A 6”
(3 COMBINATION CONCRETE CURB AND GUTTER, TYPE M-6.24
(@ EXISTING COMBINED CURB AND GUTTER
() EXISTING CONCRETE PAVEMENT
(&) CONCRETE MEDIAN SURFACE, 4"
NOTES:
@ EXISTING SUB-BASE MATERIAL 1. THE COURSE AGGREGATE FILL (CA 16) TO SUB-GRADE NOTED IN
" STANDARD 606301 SHALL BE INCLUDED IN THE COST PER SQ. FT.
SUB-BASE. GRANULAR MATERIAL, TYPE A 4 FOR CONCRETE MEDIAN SURFACE, 4 INCH.
@ MEDIAN SURFACE REMOVAL
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